INTERIOR TRIM

1 | Dashboard wiring harness 7 [Dashbeard panel

2 iPin 8 |Dashboard lower panel
3 | Defroster duct 9 | Shower duct

4 | Center duct 10 | Lower ventilator griile

5 | Striker 11 | Side demister nozzle

6 | Dashboard member 12 | Switch panel

COLUMN COVER REMOVAL/INSTALLATION

1. Remove the tab A, then remove the upper column
cover.

2. Remove the screws, then remove the lower
column cover.

3. Remove the ignition key illumination. (See 09—
18-23 IGNITION KEY ILLUMINATION BULB
HEMOVAL/INSTALLATION.)

4. Install in the reverse order of removal.

METER HOOD REMOVAL/INSTALLATION

1. Pull the meter hood upward and detach clips A.
2. Remove the meter hood,
3. Install in the reverse order of removal.
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WIPER/WASHER SYSTEM

WIPER AND WASHER SWITCH REMOVAL/INSTALLATION

. Remove the battery cover.
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Disconnect the wiper and washer switch

connector.

. Remove the screws, then remove the wiper and
washer switch.

6. Install in the reverse order of removal.
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WIPER AND WASHER SWITCH INSPECTION

1. Verify that the continuity between the wiper and
washer switch is as indicated in the table.
s if not as indicated in the table, replace the
wiper and washer switch.
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Disconnect the negative battery cable. (See 01-17—2 BATTERY REMOVAL/INSTALLATION [LF].)
. Remove the column cover.(See 09—17—7 COLUMN COVER REMOVAL/INSTALLATION.)
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