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Tools required: 

•	Masking tape

•	Straightened metal coat hanger

•	JIS screw driver – 1X75 (looks like a Philips screw driver) 

•	10mm socket

•	Ratchet

•	3" extension

•	10mm wrench 

•	14mm socket or wrench

•	Panel removal tools

Before you begin:

Read and understand these instructions before 
disassembly of the vehicle.

Figures may vary from product.

In order to make the turn signal in the mirror work, 
you will need to run wires down through the mirror 
housing, through the door and out under the front 
fender to tap into the turn signal lamp. If you are 
looking for mirrors without this function please see 
part number 908-211. Below are the instructions to 
wire, and install 908-213 LED turn signal mirrors.

Installation:

1)	 Remove mirror glass from housing by pulling sharply 
on the glass to pop it free of the 3 ball studs on 
the adjuster mechanism. It may help to use a panel 
removal tool to get behind the glass. See figure 1.

Figure 1

2)	 Roll the window up about ¾ of the way to the 
top. This will allow access to the bolts necessary 
to remove the glass. You will not be able to roll 
the window once the door panel is removed and 
disconnected. If you need to adjust the window after 
door panel removal, you can simply plug the switches 
back in.



Part # 908-213	 -2-	 Modified 03/19

Installation Instructions

3)	 To remove the door panel, first remove the small 
panel behind inside door handle. It can be pried out 
with a small flat screw driver. Remove the screw 
behind the panel. See figure 3.

Figure 3

4)	 Remove the small cover in the bottom of the door 
pull. Remove the screw. See figure 4.

Figure 4

5)	 Get your finger or a panel removing tool under 
bottom back corner of panel and pull sharply. Work 
your way around the panel, but do not pull along the 
top near the window glass. See figure 5.

Figure 5

6)	 The door panel should now be hanging from the door 
along the top edge. Lift the panel straight up and 
it should come free of the door. This will give you 
access to the electrical connectors and back side 
of the door handle. Unplug the connectors and door 
handle. Set the door panel aside. See figure 6.

Figure 6

7)	 Remove the wiring and 6 10mm bolts and plastic pop 
rivet from the large plastic panel near the bottom rear 
of the door. Remove the plastic panel. See figure 7.

Figure 7
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8)	 Remove the electrical connector and 3 10mm bolts 
from the speaker. Remove speaker from the door.  
See figure 8.

Figure 8

9)	 Mark and remove the two window stops at the top of 
the door. See figure 9.

Figure 9

10)	 Remove the 3 bolts holding the window to the 
regulator. Remove the window from the door. 
See figure 10.

Figure 10

11)	 Peel back the foam cover from the upper front of the 
door. Remove the nut and bolt under the foam cover. 
Using a 14mm, remove the nut under the speaker 
hole. Remove the quarter window and track from the 
door. See figure 11.

Figure 11
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12)	 With the quarter window out of the way, remove 
the 3 bolts securing the mirror housing to the door. 
Disconnect the mirror’s electrical connector. With one 
hand holding the mirror, pinch the clip holding the 
mirror housing to the door. Remove the mirror from 
the door. See figure 12.

Figure 12

13)	 Use a small flat screw driver to remove plastic 
fasteners from rear part of the front fender liner.  
Pull the liner down enough to get your hand in behind 
the turn signal on the fender. Pinch the tab and push 
the turn signal out of the fender. See figure 13.

Figure 13

Figure 13 cont.

14)	 Straighten a metal coat hanger so that you can use 
it to feed wires behind the fender. Tape the ends of 
the mirror wires without the connectors to the coat 
hanger.

15)	 Use the coat hander to push the wires from the door 
sill to turn signal. Pull the wire out of the turn signal 
hole about 3" and tape them to the fender.  
See figure 15.

Figure 15
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16)	 Run the end of the wires with the connectors from 
behind the fender into the door through the same 
grommet the cars factory wires enter the door. Run 
wires into the speaker hole. Run the wire up and out 
the mirror hole in the door. See figure 16.

Figure 16

17)	 Run wires through the rubber mirror base grommet 
as the factory wires are. Run the wires into the mirror 
housing following the factory wires. See figure 17.

Figure 17

18)	 Bolt the mirror housing back to the door. Adjust the 
amount of wire in the mirror housing. You need just 
enough to plug the connectors into the mirror and still 
give the mirror full range of motion.

19)	 Plug the mirror wires in. Install the mirror glass in 
the housing. Make sure all 3 ball and sockets are 
engaged. See figure 19.

Figure 19

20)	 Install the ¼ window/track. Install the window and 
stops. Make sure the mirror wiring is clear of the 
moving window.

21)	 Install the speaker running the mirror wires out of 
the gap at the top. From the top of the speaker, the 
wire should route around the speaker and into the 
door grommet you installed the wire in earlier in these 
instructions. See figure 21.

Figure 21
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Although every effort has been made to ensure the accuracy and clarity of this information, any suggestions 
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or difficulties with your installation of this product, telephone 800-667-7872 between 7:00 a.m. and 4:00 p.m., 
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22)	 Splice the Black mirror wire into the Black turn signal 
wire. Splice the striped mirror wire in to the striped 
turn signal wire. See figure 22.

Figure 22

23)	 Now that the wire are run and spliced, turn the 
ignition on and verify the turn signal mirrors function. 

24)	 Reassemble the remaining parts.


